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1. Check power cord

2. Check all three dispensers (5¢, 10¢ & 25¢)
. Clean coin path

. Check for coin jam in acceptor

. Check switch settings

. Reteach if necessary -

. Blocker Light on
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1. Check for bill jam

. Check switch settings

. Check for coins in changer

. Check for proper harnessing

. Check interface switch on changer
. Power up / power down

. Check for full stacker
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Series 2000 Bill Acceptor

Unit dead 1. Harness(es ) may be loose, not
(won't power up) properly connected, or have bent pins.
2. If Ardac T-adapter cable has been used at
power up, the unit is defective.
3. Check source voltage to ensure that power is
being supptied to the bill acceptor.

Unit takes a bill, 1. Check interface switch on coin mech to see if
but won't credit. the correct interface option is being used.
Single price applications should be either
low-level or high-level interface mode.
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(Troubleshooting Series 2000 Bill Acceptors Continued)

Red message light 1. Make sure coin mech has enough change to

flashing twice (disabled cover all lower coin tube sensors.

from coin mech). 2. Check settings on both the controller and bill
i acceptor to ensure that proper interface

Note: If flashing other than options are being used. For more information

twice refer to label jocated on interface options check the machine

on back of the magazine. manufacture service guide.

3. On controller applications make sure that the
door switch is closed. Then vend one time
using coins only.
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High Security Bill Acceptance

Option Switch Settings
VFM 3 Bill Acceptor

Putses/Dollar: Both OFF =1

#30N=2
#40N =3 standard Acceptance ($1 Only)
BothON=4 Timi by Switch 2
Short Pulse Relay (Timing Set by Switch 2)
30ms ON/50ms OFF High or Low Level Pulse Interface
1-way Bill Acceptance $1 Bill Acceptance
(High Security Mode Only) ’_

SETTTELT
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2-way Bill Acceptance ———1
Y ; |—$1. $2 & $5 Bill Acceptance
Long Pulse

35ms ON/300ms OFF Serial Interface

i i " 150ms Pulse on appropriate Credit Line ($1, $2, $5)
High Securfty Acceptance (150ms Relay Closure for $1 Only Acceptance)

*For use in low level contamination environments.






